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Copyright and Trademark Information

The product described in this document is a licensed product of NCR Voyix Corporation.

NCR Voyix SCO Hardware is a trademark of NCR Voyix Corporation in the United States and/or
other countries. Other product names mentioned in this publication may be trademarks or registered

trademarks of their respective companies and are hereby acknowledged.

Where creation of derivative works, modifications or copies of this NCR Voyix copyrighted
documentation is permitted under the terms and conditions of an agreement you have with NCR

Voyix, NCR Voyix's copyright notice must be included.
Disclaimer:

It is the policy of NCR Voyix Corporation to improve products as technology, components, software
and firmware become available. NCR Voyix therefore reserves the right to change specifications

without prior notice.

All features, functions and operations described herein may not be
marketed by NCR Voyix in all parts of the world. In some instances, photographs are of equipment

prototypes.

Therefore, before using this document, consult with your NCR Voyix representative or NCR Voyix

office for information that is applicable and current.
© 2025

By NCR Voyix Corporation

Atlanta, Georgia, USA

All Rights Reserved
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Status Light Pole (1.5 m)

This publication provides procedures for installing the 7371-K015 Status Light Pole (1.5 m) to the
following NCR Voyix Self-Checkout units:

* NCR Voyix SCO Hardware (7371) Full Function
* NCR Voyix SCO Hardware (7371) Full Function Hybrid

Kit Contents

<

Tri-Light Pole

t Blank

Serrated Nut

Tri-Light Pole

S

Flat Head
Screws e

CCP-86199

Part Number  Description

497-0538392 | 7371-K015 Status Light Pole (1.5 m)

006-8614045 | Cable Tie - Nylon, 11 3/8" Long (2 pcs)
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Part Number  Description

006-8628567 | Screw - Flat Head, Pozi Drive, M4 x 0.7 mm, 8 mm Long, Zinc-Plated Steel (4 pcs)
006-8628707 | Serrated Nut - Self Locking (M6, 6 (4 pcs)

497-0538391 Pole, Trilight- 1.5 m

497-0538390 | Rear Cover, Trilight Pole - 1.5M

497-0533480 | Blank, Pole, Trilight

006-8628727 | Serrated Nut - Self Locking (M4, 4.2) (2 pcs)

4970519622 | Label - Hole Cover, Mid-Silver (4 pcs)

497-0527256 | Cable - Trilight And Lane Light Extender, Long Pole, 140"
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Installation Procedures

To install the Status Light Pole, follow these steps:

1. Depending on the Tri-Light/Lane Light configuration, do either of the following—#-necessary:
a. Remove the Tri-Light/Lane Light Assembly, if necessary.

b. Remove the Tri-Light/Lane Light Blank, if necessary. For more information, refer to

"Removing Tri-Light/Lane Light Blank” on page 11.

2. Secure the Status Light Pole to the Tower Frame using two (4) nuts, as shown in the image below.

| Status Light Pole

Nuts

3. Install the Rear Cosmetic Cover by engaging the four (4) hooks on the tabs of the Scanner Bucket

frame.

Rear Cosmetic Cover

CCP-86403
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4. Secure the Rear Cosmetic Cover on the Tower Frame using two (2) screws, as shown in the image

below.

CCP-83470
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5. Using four (4) screws, attach the Pole Rear Cover to the Status Light Pole, as shown in the image

below.
olf o b
Status Light Pole Rear Cover
CCP-86405

6. Slide the down the Terminal Display and then secure using a thumb screw, as shown in the image

below.

Terminal Display

Display Support

CCP-86400
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Please remove the Terminal Display and Rear Cover from illustration for consistency with the next step wherein the Terminal Display is to be installed.

Ensure that this image is sized correctly.


7. Close the Tower Cabinet.

CCP-86405

8. Lock the Rear Cover of the Tower Cabinet, as shown in the image below.

CCP-83498
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Removing Tri-Light/Lane Light Blank
To install the Tri-Light Pole Blank, follow these steps:

1. Unlock the Rear Cover of the using a key.

Keylock

CCP-84107
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2. Remove the Rear Cover from the Tower Cabinet.

CCP-84128

3. Loosen the thumb screw and slide the Terminal Display up to remove it from the Display Support,

as shown in the image below.

Terminal Display

Display Support

CCP-84152
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4. Remove two (2) screws securing the Lower Rear Cosmetic Cover to the Tower Frame.

CCP-84122

5. Pull up the the Rear Cosmetic Cover to disengage the four (4) hooks from the tabs on the

Scanner/Scale Bucket frame.

Rear Cosmetic Cover
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6. Remove two (2) nuts to detach the the Tri-Light Pole Blank from the Lower Rear Cosmetic Cover.

CCP-83469
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