
Kit Instructions
Cash Blanks

7371-K321

Issue A

© 2026 NCR Voyix. All rights reserved. Confidential and proprietary information of NCR Voyix.

Use and disclose solely pursuant to company instructions.



Confidential and proprietary information of NCR Voyix.

Use and disclose solely pursuant to company instructions.

2

Copyright and Trademark Information

The product described in this document is a licensed product of NCR Voyix Corporation.

NCR Voyix SCO Hardware is a trademark of NCR Voyix Corporation in the United States and/or
other countries. Other product names mentioned in this publication may be trademarks or registered
trademarks of their respective companies and are hereby acknowledged.

Where creation of derivative works, modifications or copies of this NCR Voyix copyrighted
documentation is permitted under the terms and conditions of an agreement you have with NCR
Voyix, NCR Voyix's copyright notice must be included.

Disclaimer:

It is the policy of NCR Voyix Corporation to improve products as technology, components, software
and firmware become available. NCR Voyix therefore reserves the right to change specifications
without prior notice.

All features, functions and operations described herein may not be
marketed by NCR Voyix in all parts of the world. In some instances, photographs are of equipment
prototypes.

Therefore, before using this document, consult with your NCR Voyix representative or NCR Voyix
office for information that is applicable and current.

© 2026

By NCR Voyix Corporation

Atlanta, Georgia, USA

All Rights Reserved
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Revision Record

Issue Date Remarks
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Cash Blanks

This publication provides procedures on installing Cash Blanks on the following Self-Checkout units:

l NCR Voyix SCO Hardware (7371) SCO Card and Cash
l NCR Voyix SCO Hardware (7371) SCO Convertible

Kit Contents

Part Number Descriptions

497-0536660 7371-K321 Cash Blanks

497-0535268 Coin Entry Blank

497-0535248 Note Blank

497-0535028 Coin Exit Blank

006-8628936 Screw - Pan Head Thread-Forming, M3.5, 10Mm Long (2 pcs)

006-8628643 Screw - Torx Pan Head Thread-Forming, M4, 8Mm Long (4 pcs)
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Installation Procedure
To install the Cash Blanks, follow these steps:

1. Shut down the hardware and software systems of the Self-Checkout unit.
2. Do the following, if necessary:

a. Remove the Coin Recycler.

Note
Depending on the configuration, the Self-Checkout unit is configured with either a
CR500 Coin Recycler or an SCS Coin Recycler (ITL).

b. Remove the GSR50 Note Recycler.

Note
For more information, refer to 7371 SCO Card and Cash Hardware Service Guide
(BCC5-0000-5632).

3. Install the Coin Entry Blank. For more information, refer to "Installing the Coin Entry Blank" on
the next page.

4. Install the Coin Exit Blank. For more information, refer to "Installing the Coin Exit Blank" on
page 12.

5. Install the Note Blank. For more information, refer to "Installing the Note Blank" on page 13.

https://ipinternal.ncrvoyix.com/Retail/Workstations/7371/PDF/5632.pdf
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Installing the Coin Entry Blank
To install the Coin Entry Blank, follow these steps:

1. Do the following:
a. Remove and set aside the Scanner/Scale. For more information, refer to either of the

following:
l 7371 SCO Card and Cash Hardware Service Guide (BCC5-0000-5632)
l 7371 SCO Convertible Hardware Service Guide (BCC5-0000-5638)

b. Loosen four (4) screws to remove the assembly, as shown in the image below.

https://ipinternal.ncrvoyix.com/Retail/Workstations/7371/PDF/5632.pdf
https://ipinternal.ncrvoyix.com/Retail/Workstations/7371/PDF/5638.pdf
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Note
For 7371 Full Function Hybrid configuration, unlock and slide the Tower and
Scanner Bucket assembly towards the back, as shown in the image below.

2.  Do the following:
a. Remove two (2) flat-head screws to detach the Top Fascia, as shown in the image below.

b. Lift the Top Fascia to remove it from the Core (Cabinet).
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3. Do the following:
a. Remove four (4) nuts to remove the Front Fascia, as shown in the image below.

b. Disengage the Front Fascia from the Core (Cabinet) frame.

4. Disconnect the connector from the Coin Recycler board to detach the Front Fascia from the
assembly.
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5. Remove four (4) screws to detach the Coin Entry Cup from the Front Fascia.

6. Insert the Coin Entry Blank into the slot and then secure using four (4) screws, as shown in the
image below.
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7. Do the following:
a. Mount the Front Fascia on the Core (Cabinet) frame.
b. Secure the Front Fascia on the Core (Cabinet) using four (4) nuts, as shown in the image

below.

8.  Do the following:
a. Mount the Top Fascia on top of the Front Fascia.
b. Secure the Top Fascia using two (2) flat-head screws, as shown in the image below.

9. Install the Scanner/Scale. For more information, refer to either of the following:
l 7371 SCO Card and Cash Hardware Service Guide (BCC5-0000-5632)
l 7371 SCO Convertible Hardware Service Guide (BCC5-0000-5638)

https://ipinternal.ncrvoyix.com/Retail/Workstations/7371/PDF/5632.pdf
https://ipinternal.ncrvoyix.com/Retail/Workstations/7371/PDF/5638.pdf


Confidential and proprietary information of NCR Voyix.

Use and disclose solely pursuant to company instructions.

12

Installing the Coin Exit Blank
To install the Coin Exit Blank, follow these steps:

1. Open the Core Door.
2. Do the following:

a. From the front of the Core Door, insert the Coin Exit Blank into the Coin Exit slot.

b. From the back of the Core Door, secure the Coin Exit Blank using two (2) screws as shown in
the image below.
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Installing the Note Blank
To install the Note Blank, follow these steps:

1. Position the Note Blank in its correct orientation, as shown in the image below.

2. Open the Core Door.
3. Insert the Note Blank into the Note Acceptor slot until it snaps in place.
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