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Copyright and Trademark Information

The product described in this document is a licensed product of NCR Voyix Corporation.

NCR Voyix SCO Hardware is a trademark of NCR Voyix Corporation in the United States and/or
other countries. Other product names mentioned in this publication may be trademarks or registered
trademarks of their respective companies and are hereby acknowledged.

Where creation of derivative works, modifications or copies of this NCR Voyix copyrighted
documentation is permitted under the terms and conditions of an agreement you have with NCR
Voyix, NCR Voyix's copyright notice must be included.

Disclaimer:

It is the policy of NCR Voyix Corporation to improve products as technology, components, software
and firmware become available. NCR Voyix therefore reserves the right to change specifications
without prior notice.

All features, functions and operations described herein may not be marketed by NCR Voyix in all
parts of the world. In some instances, photographs are of equipment prototypes.

Therefore, before using this document, consult with your NCR Voyix representative or NCR Voyix
office for information that is applicable and current.

© 2026

By NCR Voyix Corporation

Atlanta, Georgia, USA

All Rights Reserved
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Revision Record

Issue Date Remarks

A Jun 2026 First issue.

B Aug 2026 Updated "Installation Procedure" on
page 7.
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7372-K056 Mini Tri-Light

This publication provides instructions for installing the 7372-K056 Mini Tri-Light kit to an NCR Voyix
SCO (7372) Tabletop unit.

Prerequisite
The following kits should be ordered together with the 7372 -K056 Mini Tri-light when installing the
Mini Tri-light on an NCR Voyix SCO (7372) tabletop unit configured with a 21.5" CX7ii (7772)
Terminal Display:

l 7372-K064 Mini Tri-Light Pole
l 7372-K065 Mini Tri-Light Pole Extender

Required Tools
l Flathead Screwdriver
l Cable Ties
l #2 Phillips Screwdriver
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Kit Contents

Part Number Description

497-0539522 7372-K056 Mini Tri-Light (MTL)

497-0539497 Assembly, Mini Tri-Light

* 006-8614045 Cable Tie - Nylon, 11 3/8" Long (5 pcs)

* 497-0523835 Cable - Trilight And Lane Light Extender

006-8628567 Screw - Flat Head, Pozi Drive, M4X0.7Mm, 8 mm Long,
Zinc-Plated Steel (2 pcs)

* Items marked with an asterisk are not called out on the image.
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Installation Procedure
To install the 7372-K056 Mini Tri-Light, follow these steps:

1. Do the following, if necessary:
a. Remove the existing Tri-Light/Lane Light Assembly.
b. Install the Tri-Light/Lane Light Pole.

Note
For more information on these procedures, refer to 7372 NCR Voyix SCO Tabletop
Hardware Service Guide (BCC5-0000-5658). External access is restricted to
authorized users. Contact your NCR Voyix Sales or Service Representative for eligibility
and access information.

2. Using a cable tie, secure the Mini Tri-Light assembly cable on the Mini Tri-Light to provide strain
relief.

https://ipinternal.ncrvoyix.com/Retail/Workstations/7372/PDF/5658.pdf
https://ipinternal.ncrvoyix.com/Retail/Workstations/7372/PDF/5658.pdf
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3. Connect the Mini Tri-Light assembly cable with the cable extender in the pole. Refer to the table
below for cable compatibility:

Cable color Compatible with

Mini Tri-Light assembly cable White cable extender only

Mini Tri-Light assembly cable White cable extender or Black cable extender

Tip
To make routing the cable through the pole easier, first attach a weight (for example, a
large bolt) to a long piece of string and drop the weighted end of the string through the
Tri-Light/Lane Light pole (starting at the top-end). Once the string is threaded through the
pole, tie the non-weighted end of the string around the cable connector and then pull the
cable through the pole.
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4. Insert the Mini Tri-Light assembly into the Tri-Light/Lane Light pole.

Note
Ensure that the pole holes are aligned.

5. Secure the Mini Tri-Light assembly to the pole with a screw.

6. Route the Cable Extender down to the Tower Cabinet. For more information, refer to "Routing
the Tri-Light/Lane Light Cable Extender" on the next page.

7. Run the ADD utility to ensure device is updated with the latest firmware.
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Routing the Tri-Light/Lane Light Cable Extender
To route the cables in the NCR Voyix Self-Checkout (7372) Tabletop unit, follow these steps:

1. From Tri-Light/Lane Light Pole, route the Cable Extender down to the Tower Cabinet.
2. Connect the Cable Extender to the Tri-Light/Lane Light port of the KIO Board, as shown in the

image below.

3. Bundle the excess cable at the back of the Tri-Light/Lane Light Pole using two (2) cable ties, as
shown in the image below.
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